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the secret of this series is The super
slim frack adopter With the power-
supply inside the cylinder of lamp
body, the total lamp appears
super slim, integral ond pretty The
idea of this design is we just want a
simplest frack lamp beyond any
complicated shape, just a cylinder
on fthe track nothing else So we
design the frack adopter, put the
power-supply in the cylinder, and
make good heat management
Another advantage of this series is
the big shielding angle up fo 60
degree It is very hard to see the
led source even it lights straight
down Itis a good series for home,
store, museum, cafe, and etc

Just like a simple T-shirt, it can
match almost any style of
decoration Three default finishing
color, and four more custom
made, three sizes and wattage. It
could be a universal frack light for

any circumstance



SUPER SLIM LED TRACK SPOT LIGHT / QW /DIA8OMM VERSION

Super easy 1] deep reflector
slim frack recessed +lens make
| frock insfallafion reflector — @Q@ perfect
" adopter fast high light
and shielding 10/23/38
stable angle degree
optional
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SUPER SLIM LED TRACK SPOT LIGHT
12W /DIATO2MM VERSION

DEFAULT 3 FINISHING COLOR AVAILABLE
4 MORE FINISHING COLOR CUSTOM MADE

GOOD SERIES FOR HOME, MUSEUM,
CAFE SHOP RETAIL SHOP AND ETC.
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LED TRACK SPOT LIGHT

LASER SERIES

267

code LSP177-WT
LSP1/7-GD
LSP177-SL

casing  aluminum
finishing  whife paint
anodized gold
anodized silver
lamping CREE COB 1304 /5 Watt
Lumens 430LM
CRI Ra>90
Beam  10/123//38
lamp color  2700K/8000K/4000K/6000K
Input AC100-240V

installation  single circuit/2 line track

@ O Ce ¥ P20

B Net Weight 0.4 Tkg

lens available

default
10’ 23 38
narrow spot flood
beam
surface

customizable

anodized silver
sandblasted

black paint
equal To RALQO 11

chrome plated

concrete re%gom
similar to RAL7037

code LSP178-WT
LSP1/8-GD
LSP178-SL

casing  aluminum
finishing  white paint
anodized gold
anodized silver
lamping CREE COB 1507 / @ Wartt
Lumens 800LM
CRI Ra>%0
Beom  10//23//38
lamp color  2700K/3000K/4000K/6000K
Input AC100-240V

installation  single circuit/2 line frack

code LSP179-WT
LSP1/9-GD
LSP179-SL

casing  aluminum
finishing  white paint
anodized gold
anodized silver
lamping CREE COB 1507/ 12 Wartt
Lumens  Q00LM
CRI Ra>%0
Beam  10//23//38
lamp color  2700K/3000K/4000K/6000K
Input AC100-240V

installation  single circuit/2 line frack

@ O C€ V¥ I1P20

@ O € ¥ IP20 (B [5]

B Net Weight 0 7kg

A Net Weight 107kg

lens available

default
10 23 38
narrow spot flood
beam
surface

custfomizable

anodized silver
sandblasted

black paint
equal fo RAL?0 11

chrome plated

concrete re;go\m
similar to RAL7037

lens available

default
10 23 38
narrow spot flood
beam
surface

custfomizable

anodized silver
sandblasted

black paint
equal fo RAL?0 11

chrome plated

concrete re;gom
similar to RAL7037
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code DSOOF)*GD

casing  aluminum
finishing  Anodized gold
lamping Gu 10 Socket
supplied with 5W led bulb
Lumens 430LM
CRI Ra>80
Beam 30 degree
lamp color 27 00K/8000K/4000K/6000K
Input AC100-240V
installation  single circuit/2 line track

3-line with earth customizable

@ B C€ F IP20 B (G

A Net Weight 0.33kg

lens available
default

30
flood

~N
7
[N 'S

code DSOO5*BK

casing  aluminum
finishing  black painfing
lamping Gu 10 Socket
supplied with 5W led bulb
Lumens 430LM
CRI Ra>80
Beam 30 degree
lamp color  2700K/3000K/4000K/6000K
Input AC100-240V
installation  single circuit/2 line tfrack

3-line with earth customizable

@ B C€ 7 P20 B [

B Net Weight 0. 33kg

lens available

default

30
flood

col7y
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code DSOO5*V\/T

casing  aluminum
finishing  white painfing
lamping Gu10 Socket
supplied with 5W led bulb
Lumens 430LM
CRI Ro>80
Beam 30 degree
larmp color 27 00K/BBBIOK/ 4000K/6000K
Input AC100-240V
installation  single circuit/2 line frack

3-line with earth customizable

@ B C€ F IP20 D] [

A Net Weight 0.33kg

lens available
default

30
flood

~N
7
703 'S

code DSOO5*SL

casing  aluminum
finishing ~ Anodized silver
lamping Gu 10 Socket
supplied with 5W led bulb
Lumens  430LM
CRI Ra>80
Beam 30 degree
lamp color 27 00K/BB00K/ 4000K/6000K
Input AC100-240V
installation  single circuit/2 line track

3-line with earth customizable

@ B € IP20 [Bw] G

B Net Weight 0.33kg

lens available
default

30°

flood



code LS
casing  aluminum
finishing  black paint
lamping Gu 10 Socket
bulb not included
Gu10 5W LED Bulb recommended

installation  3-lines frack adopter

@ S € 7 IP20 [P S

A Net Weight 06 Tkg

bW

( r‘& .

SW COB GU10 LED
BULB RECOMMENDED

i

surface E concrete re%gom
customizable similar to RAL7037

code LSP226-WT
casing  aluminum
finishing  white paint
lamping Gu 10 Socket
bulo not included
Gu10 5W LED Bulb recommended

installation  3-lines frack adopter

@ D€ ¥ IP20 [P [5 o]

A Net Weight 06 Tkg

bW

( r‘& .

SWCOB GU10 LED
BULB RECOMMENDED

i

surface E concrete re;gom
customizable similar to RAL7037



code LSP226-S
casing  aluminum
finishing  anodized silver
lamping Gu 10 Socket
bulb not included
Gu 10 5W LED Bulb recommended

installation  3-lines frack adopter

@ S € 7 IP20 [P S

A Net Weight 06 Tkg

i

\ 7 ”’\
N~

S5W COB GU10 LED O
BULB RECOMMENDED N/

surface E,' concrete re%gom
customizable similar to RAL7037

code LSP226-GD
casing  aluminum
finishing  anodized gold
lamping Gu 10 Socket
bulo not included
Gu10 5W LED Bulb recommended

installation  3-lines frack adopter

@ D€ ¥ IP20 [P [5 o]

A Net Weight 06 Tkg

N

Nt

SWCOB GU10 LED

BULB RECOMMENDED
surface E(' concrete re;gom
customizable 2 similar to RAL/037






code tSP 1 QA

casing  aluminum

finishing  black painf+anodized gold
lamping COB QW

Lumens 800LM

CRI Ro>90

Beam  10/20/ 30 degree

lamp color  2700K/3000K/4000K/6000K
Input AC220-240V

installation  single circuit/3 line track

M @€ ¥ IP20 B [To]

A Net Weight 0.65kg

lens available

default
10 20 30°
narrow SpOT ﬂOOd

beam

code LSP 1 Q5

casing  aluminum

finishing  black painf+anodized gold
lamping COB T6W

Lumens  1400LM

CRI Ro>90

Beam  10/.20// 30 degree

lamp color  2700K/3000K/4000K/6000K
Input AC220-240V

installation  single circuit/3 line track

M @€ ¥ IP20 B [5o]

A Net Weight 095kg

lens available

default

10 20 30°
narrow SpOT ﬂOOd
beam

202

code LSP196

casing  aluminum

finishing  black painf+anodized gold
lamping COB 24W

Lumens  1Q00LM

CRI Ra>Q0

Beam  10/20)/ 30 degree

lamp color  2700K/3000K/4000K/6000K
Input AC220-240V

installation  single circuit/3 line track

7 D€ T P20 [ 5]

B Net Weight 125kg

lens available

default
10 20 30
narrow Spo‘( ﬂOOd

beam
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code LSPTQ/-W

casing  aluminum+steel

finishing  white paint

lamping COB 5W

Lumens 430LM

CRI Ra>%0

Beam 20 degree

lomp color  2700k/BBB0K/ 4000k/6000K
Input AC100-240V

installation  single circuit/2 line frack

@ O C€ 7 IP20 [bei] [5 o]

A Net Weight 0 35kg

lens available

default
10 20 30
narrow SDOT ﬂOOd
beam
surface . chrome plafed
customizable

- concrete re;gom‘r
similar to RAL7 037

code LSP1Q8-WT

casing  aluminum+steel

finishing ~ white paint

lamping COB 12W

Lumens 900LM

CRI Ra>90

Beam 20 degree

larnp color 27 00k/BOBOK/4000k/6000K
Input AC220-240V

installation  single circuit/2 line track

@ 0 € ¥ IP20 [bw] [Go]

A Net Weight 0 55kg

lens available

default
10 20 30°
narrow SDOT ﬂOOd
beam
surface . chrome plated
customizable

. concretfe re&gam
similar to RAL7037







code LSP197/-E

casing  aluminum-+steel

finishing  black paint

lomping COB 5W

Lumens 430LM

CRI Ra>90

Beam 20 degree

lamp color  2700K/3000K/4000K/6000K
Input AC100-240V

installation  single circuit/2 line frack

@ O € ¥ IP20

R Net Weight 0 35kg

lens available

default
10 20 30
narrow spot flood
beam
surface . chrome plated
customizable

concretfe re%go\m
similar to RAL7037

code [ SP198-BI

casing  aluminum-+steel

finishing  black paint

lamping COB 12W

Lumens  Q00LM

CRI Ro>%0

Beam 20 degree

lamp color 27 00K/8000K/4000K/6000K
Input AC220-240V

installation  single circuit/2 line frack

@ O € T IP20 [ [Go]

A Ner Weight 0 55kg

lens available

default
10 20 30
narrow spot flood
oeam
surface ' chrome plated
customizable

concrete grey paint
similar to RAL7037










code LSP22/7-WT

casing  aluminum
finishing  white painfing
lamping COB QW
Lumens  720LM
CRI Ra>%0
Beam 10.30 degree
with 3mm honeycomb
lamp color  2700K/BBBOK 4000K/6000K
Input AC220-240V

installation  3-line track

@ & € ¥ IP20 (D] [5 ]

code  LSP228-WT

casing  aluminum
finishing  white painfing
lamping COB 16W
Lumens  1280LM
CRI Ro>%0
Beam 1 0.30 degree
with 3mm honeycomb
larnp color 27 00K/BBBIOK/ 4 00 0K/6000K
Input AC220-240V

installation  3-line track

A NetWeight 082kg

lens available

default
10 20 30°
narrow spot flood

beam

@ S € ¥ IP20 [P [S ]

B Net Weight 082kg

surface . concrete re;gom
customizable similar to RAL7037

lens available

default
10’ 20 30°
narrow spot flood

beam

surface . concrete re;}gom‘r
customizable similar to RAL7037
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code LSP227-BK
casing  aluminum
finishing  black painting
lamping COB QW
Lumens  720LM
CRI Ra>%0
Beam 10/20/30 degree
with 3mm honeycomb
lamp color  2700K/3000K/4000K/6000K
Input AC220-240V

installation  3-line track

M @€ T IP20 (] [5]

code SP228-BK
casing  aluminum
finishing  black painfing
lamping COB 16W
Lumens  1280LM
CRi Ra>%0
Beam 10/20/30 degree
with 3mm honeycomb
lamp color 27 00K/3000K/4000K/6000K
Input AC220-240V

installation  3-line frack

A NetWeight 082kg

M @€ T IP20 [ [Fo]

lens available

default
10 20° 30°
narrow spot flood

beam

B Net Weight 082kg

surface concrete re%gom
customizable S similar To RAL/037

lens available

defoult
10° 20 30°
narrow SpOT ﬂOOd

beam

surface concrete re%mm
customizable S similar To RAL/037
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LED TRACK SPOT LIGHT

20W HEAT SINK SERIES

code LSPTQ0O-SL
casing  aluminum
finishing  anodized silver
lamping CREE COB 1512

20 Watt
Lumens  1600LM
CRI Ra>90

Beam  10/201/30

lamp color  2700K/3000K/4000K/6000K
Input AC100-240V

installation  single circuit/3 line track

@ © € ¥ IP20 [ssi] [Seor]

A Net Weight 1 26kg

lens available

default
10 20 30°
narrow spof flood
beam
surface

custfomizable
. concrete re;gom
similar to RAL7037

M cnodized gold
sandblasted

code LSP1Q0-BK

casing  aluminum
finishing  anodized black
lamping CREE COB 1512

20 Watt
Lumens  1600LM
CRI Ra>90

Beam 10 /120]/30

lamp color  2700K/3000K/4000K/6000K
Input AC100-240V

installation  single circuit/ 3 line frack

code LSPT1Q0-WT

casing  aluminum
finishing  white coated
lamping CREECOB 1512

20 Wartt
Lumens  1600LM
CRI Ra>90

Beam  10/1201/30

lamp color  2700K/3000K/4000K/6000K
Input AC100-240V

installation  single circuit/3 line track

@ O € V7 1P20 [P [S o]

@ &€ 7 1P20 [Do] [S ]

A Net Weight 1 26kg

A Net Weight 1.26kg

lens available

default
10 20 30
narrow spot flood
beam
surface

customizable
. concrete re%gom‘r
similar to RAL7 037

P onodized gold
sandblasted

lens available

default
10° 20 30°
narrow spof flood
beam
surface

custfomizable
. concrete reégom‘r
similar to RAL7037

M cnodized gold
sandblasted
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LED TRACK SPOT LIGHT

General info lens available
default

casing  aluminum
CRI Ra >0
lamp color 2700K/3000K/4000K/6000K

15 24
installation 1 circuit / 3 line frack

narrow spot

beam

@ ©e D V¥ P20

A Net Weight 2 3kg

Order Code surface lamping Lumen beam angle

LSP176-SL-20W  anodized siver CREECOB 1512/ 20W 1600 Im 15/ 24 degree

LSPT176-WT-20W  white paint CREECOB 1512/ 20W 1600Im  15/24 degree

LSP176-BK-20W black paint CREECOB 1512/ 20W 1600Im 15/ 24 degree

LSP176-SL-25W  anodized siiver  CREECOB 1816/ 25W 2000Im  15/24 degree

LSP176-WT-25W  white paint CREECOB 1816/ 25W 2000Im  15/24 degree

LSP176-BK-25W pblack paint CREECOB 1816/ 25W 2000Iim  15/24 degree

LSP176-SL-30W  anodized siver  CREE COB 1820/ 30W 2400 Im 15/ 24 degree

LSPT176-WT-30W  white paint CREECOB 1820/ 30W 2400Im  15/24 degree

245

LSP176-BK-30W black paint CREE COB 1820/ 30W 2400Im  15/24 degree

surface surface
default customizable
anodized silver ! concrete re%ggm
brushed circular similar to RAL7037
white painf anodized gold
similar to RAL?003 brushed circular
- black paint
equal ToRALQO T 1

429



— 15—

430

code LSPT17

casing  aluminum

finishing ~ white paint

lamping COB 5W

Lumens 430LM

CRI Ro>%0

Beam  15/24/[38/60 degree

lamp color  2700K/8000K/4000K/6000K
Input AC100-240V

installation  single circuit/3 line track

A D ¥V P20

A Net Weight 0.42kg

reflector available
default
15| |24 38| |60

narrow spot flood wide
beam flood

adjust shielding angle by turning in and out
the black cover

surface
customizable

. black paint
equal To RALQO 11

concrete reggo\m
similar to RAL7037

code LSP122

casing  aluminum

finishing ~ white paint

lamping COB 12W

Lumens  Q00LM

CRI Ra>Q0

Beam  15/24/[38/60 degree

lamp color  2700K/8000K/4000K/6000K
Input AC100-240V

installation  single circuit/3 line track

A D ¥V P20

A Net Weight 108kg

reflector available
default
15| |24 38| |60

narrow spot flood wide
beam flood

adjust shielding angle by turning in and out
the black cover

surface
customizable

. black paint
equal fo RALQO 11

concrete grey paint
similar to RgAL%§37
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code LSPTT1

casing  aluminum

finishing ~ white paint

lamping COB 5W

Lumens  430LM

CRI Ra>%0

Bearn  10/24 /B8l/ 60 degree

larnp color 27 00K/BBBIOK/ 4 00 0K/6000K
Input AC100-240V

installation  single circuit/2 line track

@ @ CG W |P20 %90"

B Net Weight 0 36kg

reflector available

default

o o o

10| 24| 38| |60

narrow - spof flood wide
beam flood

surface
customizable

. black paint
equal fo RALQO 11

- concrete re;gowm
similar to RAL7037

code LSP] .‘ 2

casing  aluminum

finishing  white paint

lamping COB QW

Lumens  800LM

CRI Ra>90

Beam  10/24 /188l/ 60 degree

lamp color 27 00K/BBBIOK/ 4 000K/6000K
Input AC100-240V

installation  single circuit/2 line track

code LSPT113

casing  aluminum

finishing  white paint

lamping COB 12W

Lumens  Q00LM

CRI Ra>%0

Bean  10/24 /B8l 60 degree

larmp color 27 00K/BBBIOK/ 4 000K/6000K
Input AC100-240V

installation  single circuit/2 line track

@ O € F I1P20 B [Gw]

B Net Weight 045kg

@ @ CG W |P20 %go"

B Net Weight 0 58kg

reflector available

default

o o o

10| | 24| 38| |60

narrow  spof flood wide
beam flood

surface
customizable

. black paint
equal fo RALQO 11

- concretfe re&gom
similar to RAL7037

reflector available

default

o o o

10| 24| |38 |60

narrow - spof flood wide
beam flood

surface
customizable

. black paint
equal fo RALQO 11

- concrete re;ga\m
similar to RAL7/037
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code LSP123

casin

g aluminum

finishing  anodized black

lamp

ing LED 6W

Lumens 420LM

CRI Ra>80
Beam

lamp

Input ACT100-24

installation  single circuit/2 line frack

10/20 /30 degree
color 2700K/3000K/4000K/6000K

ov

@ O € TV 1P20 [bud] [5 o]

B Net Weight 0 3kg

lens available

default
10 20 30°
narrow spof flood
beam
surface

customizable

anodized silver
brushed linear

anodized gold
brushed linear

white paint
similar to RALQ0

concrete reég
similar to RAL

03

aint
37

code LSP124

casing  aluminum
finishing ~ anodized black
lamping LED 12W

Lumens  840LM

CRI Ra>80

Beam  10/20/30 degree

lamp color 27 00K/8000K/4000K/6000K
Input AC100-240V

installation  single circuit/2 line frack

@ O € F I1P20 B 5]

A Net Weight 0 6kg

lens available

default
10° 20 30°
narrow spof flood
beam
surface

custfomizable

anodized silver
brushed linear

anodized gold
brushed linear

white paint
similar to RAL?003

concrete re;gmm
similar to RAL7037




TRACK ACCESSORIES

fracks
Code accessory fype length color head connector
TRC210WT 2 lines frack (without earth connection) 1 Meter white included
TRC215WT 2 lines track (without earth connection) 1.5 Meter white included
TRC220WT 2 lines track (without earth connection) 2 Meter white included
TRC210BK 2 lines track (without earth connection) 1 Meter black included
TRC2 158K 2 lines track (without earth connection) 1.5 Meter black included
TRC2208K 2 lines frack (without earth connection) 2 Meter block included
Code accessory fype length color head connector
TRC3T1OWT 3 lines track (with earth connection) 1 Meter white included

I

17 TRC3T15WT 3 lines track (with earth connection) 1.5 Meter white included
|
Y

TRC320WT 3 lines track (with earth connection) 2 Meter white included
TRC3108BK 3 lines track (with earth connection) 1 Meter block included
TRC3 158K 3 lines frack (with earth connection) 1.5 Meter black included
TRC320BK 3 lines track (with earth connection) 2 Meter black included
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TRACK ACCESSORIES

track connectors

Code accessory type color
TRC40TWT 2 lines track 180 degree connector white
TRC40 1BK 2 lines track 180 degree connector black
TRC402WT 3 lines track 180 degree connector white
TRC402BK 3 lines track 180 degree connector black
TRC403WT 2 lines track 90 degree connector white
TRC403BK 2 lines trock 90 degree connector black
TRC404WT 3 lines track 90 degree connector white
TRC404BK 3 lines track 90 degree connector black
TRC405WT 2 lines track four ways connector white
TRC405BK 2 lines track four ways connector black
TRC406WT 3 lines track four ways connector white
TRC406BK 3 lines track four ways connector black
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Biuro Sprzedazy Polska
Piotr Stanczyk
invest@altavola design.com
tel. +48 696 690 314

International Sales Office
Piotr Stanczyk
invest@altavola design.com
phone. +48 696 690 314

Verkaufsburo Deutschland
Piotr Stanczyk
invest@altavola-design.com
tel. +48 696 690 314



