UN

v
H\GP

r NVEST

Witk [ALTAVOLA

—RGRQUI\D




12V /7i24vV /] 220V

INPUT UNDERGROUND SPOT LIGHT

code ODLO31

casing

Stainless steel 316 cover / aluminum heat sink / aluminum installation case
aluminumsstainless steel / lamping LED 3W /Ra>80 /210LM /Beamn 15/88/60 degree

/ 2700K 4000K/6000K
:
instaliation ] {D) CE P67

ed/ green/blue
supplied with external 100-240V input lo67 LED driver /check installation in next page

code ODL032

casing

Stainless steel 316 cover / aluminum heat sink / aluminum installation case
aluminum-stainless steel / lamping LED 6W /Ra>80 /420LM /Bearn 15/88/60 degree /

2700K 4000K/6000K
red / green/ blue
installation ] {D) CE P67

supplied with external 100-240V input lo67 LED driver /check installation in next page
code ODL033

casing

Stainless steel 316 cover / aluminum heat sink / aluminum installation case
aluminumsstainless steel / lamping LED OW /Ra>80 /630LM /Beam 15/80/60 degree /

2700K 4000K/6000K
red / green/ blue
installation ] [ {D) CE IP67 supplied with external 100-240V input [pd7 LED driver /check installation in next page

code ODLO3T1-IN12

casing

Stainless steel 316 cover / aluminum heat sink / aluminum installation case
aluminumsstainless steel / lamping LED 3W /Ra>80 /210LM /Beam 15/B8/60 degree /

2700K 4000K/6000K
red/ green /blue
instaliation ] {D) CE P67

supplied with built-in DC 12/24V input LED driver /check installation in next page

code ODLO32-INT2

casing

Stainless steel 316 cover / aluminum heat sink / aluminum installation case
aluminum-stainless steel / lamping LED 6W /Ra>80 /420LM /Beamn 15/88/60 degree

installation ] i {D} CE IP67

/2700 4000K/6000K
red / green/ blue
supplied with built-in DC 12/24V input LED driver /check installation in next page
g0 ——
’ code ODLO33-IN12 Stainless steel 316 cover / aluminum heat sink / aluminum installation case
T casing  aluminumsstainless steel / lamping LED 9W /Ra>80 /630LM /Beam 15/80/60 degree / r27OOK 4000k/6000K
installat
0 installation ] |fmd @ CE P67

ed/ green/blue
supplied with built-in DC 12/24V input LED driver /check installation in next page
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ODLO3 T installation

e N O N (O
42.5
a
A=
dia 70 xh90mm
N~ _/ N~ _/ N _/
e N (O N (O ™
= @
@ @ turn the light on

N~ _/ N~ _/ N _/

i P H1
groove 11 | (mm)

_ -51.5- —76.5 —
for cablelZ _g=Z=y 2
i

105
100

hole pattern

— 85 — — 100 —
CODE DI D2 HI H2 Obl03s  ODLO33
ODLO32 90 55 105 115
ODL033 105 55 100 110

N

N

turn the light on

® v

& WY
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ODLO3T-INT2/ODLO32-INT2/ODLO33-IN1T2 installation

CODE Diameter Depth
ODLO31-IN12 75mm Q0mm
ODL032-IN12 Q0mm  105mm
ODLO32-INT2  105mm  100mm

T =
— =
=

Lamp in a parallel circuit

turn the light on

blue brown [] blue brown [] blue

Lo

brown [] blue brown
§100-240v DC1%/24V
brown/  \+re
L brown Constant voltage <
transformer l
DC12Vv
N Plue =black

NN

ransforme

-
TO THE MAIN

=
m
(o}

DO NOT CONNECT THE LAMP WHEN THERE IS CIRCUIT
IN CASE LED CHIP DAMAGED

DO NOT CONNECT THE LAMP DIRECTLY
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576

OUTDOOR UNDERGROUND  IP67 WATERPROOF
MINILED SPOTLIGHT 220V /DC12/24V
STAINLESS STEEL 316 COVER  INPUT OPTIONAL
COPPER LAMP CASING  SUPPLIED WITH

CHROME PLATED  INSTALLATION CASE
TW/3WLED  AND EXTERNAL
10/20/30/45/60  ORBUILT-IN
DEGREE LENSE ~ POWER-SUPPLY

code ODL020 stainless steel 316 cover / brass heat sink / aluminum installation case

casing  stainless steel+brass/ lamping  LED 1W /Ra=80 /70LM / Beam 10/20/88 degree / ge{jo/ogkreen ‘feO/OOK/éOOOK

installation ] e @ CE IP67 supplied with external 100-240V input lpd7 LED driver /check installation in next page

code ODL024 stainless steel 316 cover / brass heat sink / aluminum installation case

00K /4000K/
00K/red / green/ blue

instollation ] (el (@) CE P67 supplied with external 100-240V input [p67 LED driver /check installation in next page

casing  stainless steekbrass/lamping  LED 3W /Ra>80 /120LM / Beam 15/88/45/60 degree / 3],

code ODLOOT aluminum cover / aluminum heat sink / aluminum installation case

casing  aluminum / lamping LED 3W/Ra>80 /120LM / Beam 15/./45/60 degree / r2e7dO/OgKreen b{ngROé%éOOOK

installation ] e @ CE P67 supplied with external 100-240V input o6 7 LED driver /check installation in next page



code ODLO20-IN12 stainless steel 316 cover / aluminum heat sink / aluminum installation case

110

casing  stainless steel+aluminum/ lamping LED TW /Ra>80 /70LM / Beam 10/20/30 degree /%é%%%;eodo/oééggpé‘/ue

instollation ] (e @ CE IP67 supplied with built-in DC 12/24V input LED driver /check installation in next page

code ODLC -l 2 stainless steel 316 cover / brass heat sink / aluminum installation case

stainless steel 2700(/3000K/4000K/
cosing  Liiminum * /lomping LED 3W/Ra>80 /120LM / Beam 15/88/45/60 degree / 60000/red / green / blue

installation ] (e @ CE IP67 supplied with built-in DC 12/24V input LED driver /check installation in next page

110

code D ( [ g aluminum cover / aluminum heat sink / aluminum installation case

110

casng  aluminum / lamping LED 3W /Ra>80 /120LM / Bear 15/88/45/60 degree / fego/oéﬁggf%{jgp%fOOOK

installation ] e @ CE IP67 supplied with built-in DC 12/24V input LED driver /check installation in next page

s e i T e § e ey

W L RNRISC L B
g v | \lo“ y 3

AN AN AW
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ODL020/ODL024 / ODLOO 1

ODL0O20/0ODL024 /ODLOO T

Single lamp installation

installation
fﬂi?ofv"nuv +red  +brown

constant current
power supply

N blue

=black =blue

300mA Tx1W for ODLO20

600mA Tx3W for O

DLO24/ODL0OO0 T

~

Dia80mm @

Dia100mm

ODL024 /ODLOO 1
Installation in series

lamps in a series circuit

4100-240V

L brown
constant current

power supply

600mA

N blue

Constant current power supply

Power supply | Outputcurrent| Out put voltage Load
2-3x 3W 600mA DC5-12V 2-3pcs
4-6x 3W 600mA DC12-22V 4-6pcs
6-10x 3W 600mA DC20-36V 6-10pcs
10-14x3W 600mA DC30-50V 10-14pcs

578

H85mm

) Dia50mm

ODL020
Installation in series

lamps in a series circuit Constant current power supply
p Power supply | Outputcurrent| Out put voltage Load
1-3x1W 300mA DC3-11V 1-3pcs
41100-240v 4-7x1W 300mA DC12-25V 4-7pcs
I_ brown constant current 7-12x1W 300mA DC20-43V 7-12pcs
power supply 12-20x1W 300mA DC36-72V 12-20pcs
N Plue 300mA ook = 18-28x1W 300mA DC50-100V 18-28pcs
[
| |
| |
| |
o
I I
£ oo
)
[se}
T
Dia35mm
@ Dia50rmm @ @




ODLO20-IN12/ODL024-INT2 /ODLOO 1-INT2 installation

Dia40mm 0 1

Lamp in a parallel circuit

brown [] blue brown [] blue
4100-240V DC1%/24V
b ——\ +re
L rown Constant voltage <
transformer l
DC12Vv
N blue =black

brown [] blue brown [] blue

v K

DO NOT CONNECT THE LAMP
DIRECTLY TO THE MAIN
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STAINLESSSTEELHIGHPOWERLED UNDERGROUND SPOT LIGHT

145 135

code OobL028 Stainless steel 316 cover / aluminum heat sink / aluminum installation case

casing  SIOMESS STEEl ) omping COB 5W /Ra>90 /430LM / Bearn15/24/B8/60 degree / 2700k BBBR/ 4000K/6000K

installation ] (e (@) CE IP67 supplied with external 100-240V input lo67 LED driver /check installation in next page

code ODL029 Stainless steel 316 cover / aluminum heat sink / aluminum installation case

f;i‘r“ﬂ‘%sjrﬁee‘*/ lamping COB QW /Ra=90 /800LM / Beam 15/24/88/60 degree /  2700(/BBBBK/4000K/6000K

installation ] [ (@) CE IP67 supplied withexternal 100-240V input lpd7 LED driver /check installation in next page

casing

code ODL030 Stainless steel 316 cover / aluminum heat sink / aluminum installation case

casng  SJANIESs STeel  14mping COB 12W /Ra>90 /900LM / Bearn 15/24 B8/60 degree / 2700k BBBER/ 4000k/6000K

installation ] e @ CE P67 supplied with external 100-240V input lpd7 LED driver /check installation in next page

code ODLO28-INT2 Stainless steel 316 cover / aluminum heat sink / aluminum installation case

casing f;imﬁrﬂee‘*/ lamping COB 5W /Ra>00 /430LM /Beam 15/24/88/60 degree /  2700K/BBOBK/ 4000K/6000K

installation ] (e (@) CE IP67 supplied with built-in DC 12/24V input LED driver /check installation in next page

code ODLO29-INT2 Stainless steel 316 cover / aluminum heat sink / aluminum installation case

casing OIS ST ) 1umping COB 9W /Ro>90 /800LM / Bearn15/24/B8/60 degree /27 00k/BEIBR/ 4000K/6000K

installation ] e (@) CE P67 supplied with built-in DC 12/24V input LED driver /check installation in next page

code ODLO30-IN12 Stainless steel 316 cover / aluminum heat sink / aluminum installation case

casng  SJANIESs STl 14mping COB 12W /Ra>90 /900LM / Beamn 15/24 BB/60 degree / 2700k BBBER/ 4000k/6000K

installation ] e @ CE P67 supplied with built-in DC 12/24V input LED driver /check installation in next page



ODL028/ODLO29/ODLO30 installation

10m |

groove\U D
forcable<_ _gZ"=y > H2

D
ODL028 98
ODL029117| 55 |125| 95
ODL030140| 55 135 90|02 03

07

ODLO28-IN12/ODLO29-INT2 / ODLO30-INT2 installation

ODL-028 D98 H115mm p—
ODL-029 D117 H125mm
ODL-030 D140 H135m

01

Lamp in a parallel circuit

f100-240V DC1%/24V
e\ +re
m Constant voltage &
transformer
DC12V O
N Plue =black
N -~
X v DO NOT CONNECT THE LAMP
7N DIRECTLY TO THE MAIN
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12V /24N 220V

10

1

ODL047/-IN220
allin brass / polished

lamping LED TW/Ra>80 /70LM
Beam

code

casing

30 degree /
2700K/BOBOK/4000K/6000K
100-240V

installation ] (el & CE IP67

ODL047-INT2
12/24V
instaliation ] @ CE P67

input voltage

code

input voltage

installation guide

3%~ =38

-345 -

110

NPUTUNDERGROUND SPOT LI

Lamp in a parallel circuit

4100240V
L brown

brown ||| blue brown []] blue brown [[] blue brown [J] blue

o Ground

)| U

N blue

100-240V input

Lamp in a parallel circuit

4100-240V

L brown

N blue

Constant voltage
transformer
DC12V

DC 12Vinput

DC12V
+red

brown

code  ODLO47A-IN220
casing  allin brass / polished
lamping LED TW /Ra>80 /70LM
Beam 30 degree/

2700k/BOBEK/ 4000K/6000K

input voltage  100-240V
nstallation ] [l & CE IP67
ODLO4/A-INT2
12/24V

instaliation ] e @ CE P67

code

input voltage

blue brown J{ blue

brown |7 blue brown [ blue

=black

5

do not connect directly to the 220V main

lamp)

GHT



12V /i 24V [/ 220VINPUTUNDERGROUNDSPOTL

code  ODLO48-IN220

casing  allin brass / polished

lamping LED 3W/Ra>80 / 120LM

Beam 30 degree/
2700k/BOBEK/ 4 000K/6000K

input voltage 100-240V

installation ] (el & CE IP67

code ODLO48-INT2
input voltage  12/24V

instaliation ] @ CE P67

installation guide

Lamp in a parallel circuit

brown]fiblue  brown|Jfblue  brownj[jblue  brown i blue
4100240V

L brown I

o Ground :
N blue

100-240V input

Lamp in a parallel circuit

4100-240V DC12V
L brown +red

110

GHT

code  ODLO48A-IN220

casing  allin brass / polished
lamping LED 3W/Ra>80 / 120LM

Beam 30 degree/
2700K/BB00K/4000K/6000K
input voltage  100-240V

installation ] (el & CE IP67

code ODLO48A-INTZ2
input voltage  12/24V
instaliation ] @ CE P67

brown [ blue

brown | blue brown J{ blue brown |7 blue

Constant voltage
oo |

DC12V
N blue —black

DC 12V input

-—
lamp|

do not connect directly to the 220V main



2V 24NV [/ 220V |

ODL049-IN220
casing  allin brass / polished
lamping COB 5W /Ra>90 /430LM
" Beam  10/8W 30 degree /

2700K/BO0OK/4000K/6000K
input voltage  100-240V

installation ] (el & CE IP67

ODLO49-INT2
input voltage  12/24V

instaliation ] @ CE P67

code

Y S

code

installation guide

Lamp in a parallel circuit

brown]fiblue  brown|Jfblue  brownj[jblue  brown i blue
4100240V

L brown I

o Ground :
N blue

100-240V input

NPUTUNDERGROUND SPOT L

_eA T T6q — 53 —
I z
‘ 105
s —
A

Lamp in a parallel circuit

4100-240V DC12V
L brown +red

GHT

ODLO4QA-IN220
casing  allin brass / polished

lamping COB 5W /Ra>90 / 430LM
10 /I281/30 degree /
2700k/BOBEK/ 4 000K/6000K
input voltage 100-240V

installation ] (el & CE IP67

ODLO4QA-INT2
input voltage  12/24V

instaliation ] @ CE P67

code

Beam

code

brown [ blue

brown | blue brown J{ blue brown |7 blue

Constant voltage
oo |

DC12V
N blue —black

DC 12V input

F—<—0Q

do not connect directly o the 220V main



code LDC402 code LDC403

casing  allin brass casing  allin brass

finishing  polished finishing  polished

lamping LED 3W lamping COB 6W /

lumens  120LM lumens  500LM

CRI Ra>80 CRI Ro>90

Beam 30 degree Beam  10/j20l/ 30 degree/
2700K/BOBOK/ 4000k/6000K 2700K/8000K/4000K/6000K

input voltage 100-240V input voltage 100-240V

installation ™ @ CE P67 installation ™M {D} CE P67

@ch‘r—oﬁ dia43mm @cuT—oﬁ dia53mm



12V 124V 220V INPUT ALLBRASS MADE SPIKE GARDEN LIGHT

lo67 WATERPROOF
220V /DC12/24V
INPUT OPTIONAL
BUILT-IN
POWER-SUPPLY

ALL BRASS MADE

¥ 70, LN

23

830

—200—

code

casing

\

25

840

LFLO36-IN220

allin brass

—200—

finishing  polished
lamping LED 3W /Ra>80 /120LM

Beam

30 degree/
2700K/8000K/ 4000K/6000K

installation [g] @ CE P65

code

100-240V input

LFLO36-INT2

installation [g] @ CE P65

code

casing

DC 12/24V input

LFLO37-IN220

allin brass

finishing  polished
lamping COB 5W /Ra>%0 /430LM

Beam

10 /[281/ 30 degree /
2700K/BO00K/4000K/6000K

installotion [g] @& CE P65

code

100-240V input
LFLO3/-INT2

installation [g] {D} CE P65

DC 12/24V input



OUTDOORSPOTLIGHT WITH SPIKE

code LSP183-IN220
N
S AP~
: [ casing  aluminum
f finishing  black painting
~50 lamping LED 3W
e Lumens  120LM
CRI Ra>80
Beam  10/20/80 degree
led color 2700K/S000K/4000K/6000K
surface RED / GREEN /BLUE
customizable
Input AC220-240V
g concretfe grey paint
E: similar fo AL%EJW puilt-in power-supply

installation W & CE IP65

code LSP183-INT12
Input DC12/24V
built-in power-supply

installation  in parallel

code LSP187-IN220
3}’03
& o~ casing  aluminum
! finishing  black painfing
5 ‘ lamping LED 3W
Lumens  120LM
i CRI Ro>80
Beom  10/20/80 degree
led color 2700K/3000K/4000K/6000K
surface RED / GREEN / BLUE
customizable
Input AC220-240V
J concrete grey paint
E similar to AL¥537 built-in power-supply

installation wd & CE IP65

code SP187-IN
Input DC12/24V
built-in power-supply

installation  in parallel
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OUTDOORSPOT LIGHT WITH SPIKE

500

—170—

surface
customizable

W S5SSeRS

aint
37

80~
S
N

KN

500

—170

surface
custfomizable

| ettt

aint

37

code LFLO2/-IN220

casing  aluminum
finishing  black painting
lamping COB 6W
Lumens  500LM
CRI Ro>%0
Beam  15/24/88/60 degree
led color 2700K/S000K/4000K/6000K
Input AC220-240V
built-in power-supply

installation il & CE IP65

code LFLOZ27-INT2
Input DC12/24V
built-in power-supply

installation in parallel

code FLO28-IN220
casing  aluminum
finishing ~ black painting
lamping COB 6W
Lumens  500LM
CRI Ra>Q0
Beam  15/24/38/60 degree
led color 2700K/3000K/4000K/6000K
Input AC220-240V
built-in power-supply

nstallation il & CE I1P65

code LFLO
Input DC12/24V
built-in power-supply

installation in parallel
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586

OUTDOORSPOTLIGHT WITH SPIKE

surface
customizable

concrete
similar to

Arb

aint
37

YN

code ODLO34

casing  aluminum

finishing  black painting

lamping  LED 3XTW

Lumens 2 10LM

CRi Ra>80

Beam  15/80/60 degree

led color 2700K/3000K/4000K/6000K
RED / GREEN /BLUE

Input AC220-240V

external power-supply

installation W @ C€E P65

ODLO34-12\
DC12/24V

external power-supply

code

Input

installation in parallel

surface
customizable

concrete
similar fo

AT6ST

surface
customizable

concrete
similar fo

RALZD

aint
37

code ODLO

casing  aluminum

finishing  black painting

lamping  LED 6XTW

Lumens  420LM

CRI Ra>80

Beam 15/80/60 degree

led color 2700K/3000K/4000K/6000K
RED / GREEN /BLUE

Input AC220-240V

exfernal power-supply

installation W @ CE IP65

12V

code ODLO
DC12/24V

external power-supply

Input

installation in parallel

N N A
ODLO36

aluminum

code
casing
finishing  black painting
lamping  LED 9XTW

Lumens  630LM
CRI Ro>80
Beam  15/80/60 degree

led color 2700K/3000K/4000K/6000K
RED / GREEN /BLUE
AC220-240V

external power-supply

installation @ CE IP65

Input

code ODL0O36
DC12/24V

exfernal power-supply

Input

installation in parallel



OUTDOORSPOT LIGHT WITH SPIKE

code LSP155

casing  aluminum

finishing  black painting

lamping COB 6W

Lumens  500LM

CRI Ra>%0

Beam  15/24/38/60 degree

led color 2700K/3000K/4000K/6000K
Input AC220-240V

external power-supply

installation @ CE P65

code LSP155-T2\
Input DC12/24V
external power-supply

installation in parallel

code LSP 156

casing  aluminum

finishing  black painting

lamping COB QW

Lumens  800LM

CRI Ro>90

Beam  15/24/38/60 degree

led color 2700K/3000K/4000K/6000K
Input AC220-240V

external power-supply

installation @ CE P65

code LSP156
Input DC12/24V

external power-supply

installation in parallel

-7

code LSPT157

casing  aluminum

finishing  black painting

lamping COB 12W

Lumens  Q00LM

CRI Ra>%0

Beam  15/24/38/60 degree

led color 2700K/3000K/4000K/6000K
Input AC220-240V

external power-supply

installation @ CE IP65

7

code LSP157-12V
Input DC12/24V
external power-supply

installation in parallel

surface
customizable

. concrete reégom
similar fo RAL/037
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588

OUTDOORSPOT LIGHT WITH SPIKE

~_ X2
) | / .) |
8 3
| |
i R
code LSPI184-IN220 code LSPI85-IN220

casing  aluminum
finishing  black painfing
lamping COB 6W
Lumens  500LM
CRI Ra>90
Beam  15/24/38/60 degree
led color 2700K/3000K/4000K/6000K
Input AC220-240V
built-in power-supply

nstallation il & CE IP65

code LSP184-INT2

Input DC12/24V
built-in power-supply

installation in parallel

surface
customizable

- concrete reégo\m
similar to RAL7037

casing  aluminum
finishing  black painting
lamping COB QW
Lumens  800LM
CRI Ro>20
Beam  15/24/38/60 degree
led color 2700K/8000K/4000K/6000K
Input AC220-240V
built-in power-supply

nstallation i & CE P65

code LSPI85-INT2
Input DC12/24V

built-in power-supply
installation in parallel

surface
customizable

concrete grey paint
similar to RAL7037

156

170

code LSP
casing  aluminum
finishing  black painting
lamping COB 12W
Lumens  Q00LM
CRI Ro>90
Beam  15/24/38/60 degree
led color 2700K/8000K/4000K/6000K
Input AC220-240V
built-in power-supply

nstallation e & CE P65

N12

code  LSP
Input DC12/24V
built-in power-supply

installation in parallel

surface
customizable

- concrete reégom
similar to RAL/ 037




OUTDOORSPOT LIGHT WITH SPIKE

code LSP188-IN220
casing  aluminum
finishing  black painting
lamping COB 6W
Lumens 500LM
CRI Ra>Q0
Beam 15/24/38/60 degree
led color 2700K/3000K/4000K/6000K
Input AC220-240V
built-in power-supply

nstallation il & CE IP65

code LSPT188-INTZ
Input DC12/24V
built-in power-supply

installation in parallel

code LSP189-IN22C
casing  aluminum
finishing  black painfing
lamping COB 12W
Lumens 900LM
CRI Ro>Q0
Beam  15/24/38/60 degree
led color 2700K/3000K/4000K/6000K
Input AC220-240V
built-in power-supply

installation el & CE IP65

code LSPT8Q-INT?2
Input DC12/24V
built-in power-supply

installation in parallel

surface
customizable

concrete regﬁ;gm
similar to RAL7037

170

surface
customizable

concrete reégzgm
similar fo RAL/037

589



code LSP232
casing  aluminum / black painting
lamping  CREE XML 6W
/Ra>80 /400Im
Beam  crystal glass lens /2000

/color film

instalation @] @ C€ W IP65



S
750 80—

code LSP233
casing  aluminum / black painting
lamping  CREE XML 6W
/Ra>80 /400Im
Beam  crystal glass lens /2000K
/color film

installation @] & CE€ W IP65

code LSP234
casing  aluminum / black painting
lamping  CREE XML 2x6W
/Ra>80 /800Im
Beam  crystal glass lens /2000K
/color film

installation @] & C€ W IP65

code LSP235
casing  aluminum / black painting
lamping  CREE XML 3x6W

/Ra>80 / 1200Im
Beam  crystal glass lens /2000K

/color film

installation @] @ C€ W IP65
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