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220V INPUT LEDSTRIP
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220-240V DIRECT INPUT

HICH PRICHTINESS COLDEN LINE SMD CEIP

NONEEDFOR TRANSFORMER

Y

installed with end plug

end cap

sealed by silicone

fasten clip
fixed by screws

end pl ess than

30meter

itern NoLTEC 100

end plug for less than

50meter

code

LTPOO3

lamping  SMD 5050 / 60 chips per meter
/Ra>80 / 14 4W per meter
2700K/3000K/4000K/6000K

Beam

Packing

installation m | ™ CE W/ IP44

RED / GREEN /BLUE

100 meter / carton




LTPOO 1

Ip20 for indoor use

Cuft every three chips

cool white warm whiteneutral white
red.greenblueyellow available

12V power-supply

Order code Size Chips
LTPOO1 10mm 5050
LTPO02 10mm 5050

12V LED STRIPS

LTPOO2

lp4 3 for outdoor use

fransparent silicon coated

Cut every three chips

cool white warm white neutral white
red.greenblueyellow available

12V power-supply

Qty.chips/M Watt/M Lumens Color available Input voltage  Length per rope
60pcs 14.4W 720Im ww/cw/nw/R/Y/B/G 12v 10 meter
60pcs 14 4W 720Im ww/cw/nw/R/Y/B/G 12V 10meter

P RATING
P20

P43

Check price list
and consult with sales
for specificaitons of

DC power-supply

609



HIGH QUALITY AND PERFORMANCE
LED EDISON CANDLE BULB

Constant current power-supply inside
No flicker problem
High performance light, RA>7 5,efficiency as much as

Q5Im per watt for lamp output

117

Supplied with well designed packing and labling

2W/4W/6W optional, 2 watt for decoration shadelier

- 35 - 4W/6W for main lighting purpose
Specifications / details
Order code socket Wartt Lumens CCT CRIRa) Input voltage Package/cm
LAM322-E14-WW E14 2W 180Im 2800K >75 AC90-265V 37X19%28/100pcs
LAM322-E14-CW E14 2W 180Im 6000K >75 ACQ0-265V 37X19X28/100pcs
LAM324-ET14-WW E14 4W 360Im 2800K >75 ACQ0-265V 37X19X28/100pcs
LAM324-E14-CW E14 4W 360Im 6000K >/5 ACQ0-265V 37X19X28/100pcs
LAM326-E14-WW E14 oW 540Im 2800K >7/5 ACQ0-265V 7X19X28/100pcs
LAM326-E14-CW E14 oW 540Im 6000K >/5 ACQ0-265V 37X19X28/100pcs




Specifications / details

Order code

LAM312-E14-WW

LAM312-E14-CW

LAM314-E14-WW

LAM314-E14-CW

LAM316-E14-WW

LAM316-E14-CW

LAM312-E27-WW

LAM312-E27-CW

LAM314-E27-WW

LAM314-E27-CW

LAM316-E27-WW

LAM316-E27-CW

socket

E27

E27

E27

E27

E27

E27

Wartt

2W

4W

oW

oW

2W

2W

4W

4W

oW

oW

95

Lumens

180Im

180Im

360Im

540Im

540Im

540Im

180Im

180Im

360Im

540Im

540Im

540Im

HIGH QUALITY AND PERFORMANCE
LED EDISON CANDLE BULB

Constant current power-supply inside

No flicker problem

High performance light, RA>7 5 efficiency as much as

Q@5Im per watt for lamp output

Supplied with well designed packing and labling

2W/AW[6W optional, 2 watt for decoration shadelier

4W/6W for main lighting purpose

CCT

2800K

6000K

2800K

6000K

2800K

6000K

2800K

6000K

2800K

6000K

2800K

6000K

CRI(Ra)

>/5

>75

>/5

>75

>/5

>75

>/5

>/5

>/5

>/5

>/5

>/5

Input voltage
ACQ0-265V
ACQ0-265V
ACQ0-265V
ACQ0-265V
ACQ0-265V
ACQ0-265V
ACQ0-265V
ACQ0-265V
ACQ0-265V
ACQ0-265V
ACQ0-265V

ACQ0-265V

Package/cm
37X19X28/100pcs
37X19X28/100pcs
37X19X28/100pcs
37X19X28/100pcs
37X19X28/100pcs
37X19X28/100pcs
37X19X28/100pcs
37X19X28/100pcs
37X19X28/100pcs
37X19X28/100pcs
37X19X28/100pcs

37X19X28/100pcs




HIGH QUALITY AND PERFORMANCE
LED EDISON CANDLE BULB

Constant current power-supply inside
No flicker problem
High performance light, RA>7 5 efficiency as much as

Q@5Im per watt for lamp output

Supplied with well designed packing and labling
2W/4W/6W optional, 2 watt for decoration shadelier
-5 = 4W/6W for main lighting purpose

Specifications / details
Order code socket Wartt Lumens CCT CRIRa) Input voltage Package/cm
LAM332-E27-WW E27 2W 180Im 2800K >75 ACQ0-265V 37X19X28/100pcs
LAM332-E27-CW E27 2W 180Im 6000K >75 ACQ0-265V 37X19X28/100pcs
LAM334-E27-WW E27 4W 360Im 2800K >75 ACQ0-265V 37X19X28/100pcs
LAM334-E27-CW E27 4W 360Im 6000K >75 ACQ0-265V 37X19X28/100pcs
LAM336-E27-WW E27 6W 540Im 2800K >75 ACQ0-265V 37X19X28/100pcs
LAM336-E27-CW E27 oW 540Im 6000K >/5 ACQ0-265V 37X19X28/100pcs




HIGH QUALITY AND PERFORMANCE
LED EDISON CANDLE BULB

Constant current power-supply inside
No flicker problem
High performance light, RA>7 5 efficiency as much as

Q5Im per watt for lamp output

Supplied with well designed packing and labling

8
2W/AW[6W optional, 2 watt for decoration shadelier
e 4W/6W for main lighting purpose

Specifications / details

Order code socket Wartt Lumens CCT CRI(Ra) Input voltage Package/cm
LAM344-E27-WW E27 4W 360Im 2800K >75 ACQ0-265V 37X19X28/100pcs
LAM344-E27-CW E27 4W 360Im 6000K >75 ACQ0-265V 37X19X28/100pcs
LAM346-E27-WW E27 6W 540Im 2800K >75 ACQ0-265V 37X19X28/100pcs

LAM346-E27-CW E27 oW 540Im 6000K >75 ACQ0-265V 37X19X28/100pcs
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Biuro Sprzedazy Polska
Piotr Stanczyk
invest@altavola design.com
tel. +48 696 690 314

International Sales Office
Piotr Stanczyk
invest@altavola design.com
phone. +48 696 690 314

Verkaufsburo Deutschland
Piotr Stanczyk
invest@altavola-design.com
tel. +48 696 690 314



